Interline 9001

%International.

TCA900- , TCA901-

TCA902
80 *2% (ISO 3233:1998)

=752 1(
150 (188
150 533 2
34°C; 100°C; 46°C
15
15°C 23°C 35°C
[ISO 9117/3:2010] 32 17 6
[ISO 9117-1:2009] 40 22 9
75 60
15°C 23°C 35°C
Interline 9001 48 5 28 4 16 3
177 | ( ) (EPA 24)
93 I ( ) ( 1999/13/EC)
Marine Coatings
1 4
2015/8/6
1578 WY SH-LCC .NET AkzoNobel



Interline 9001 5International.

. - 175.300

(International Paint)

(International Paint)

“ Worldwide Marine Specifications "

SSPC SP1

Sa2.5 (ISO 8501-1:2007) Interline 9001

(International Paint)

(International Paint)

SSPC-SP10 Sa2.5 (ISO 8501-1:2007)

Marine Coatings

2 4

4527‘;15’8’6 WY SH-LCC . NET AkzoNobel



Interline 9001 5International.

1) ( )
2) ( ) ( )

GTA007

0.38-0.58 (15-23 thou)
176 /|  2(2500 / )

GTA415/GTA822
GTA415/GTA822

GTA415/GTA822

/

ANSI/ASC 749.1 ¢ ”

/ - 1-800-854-6813
- (44) 191 4696111 (44) 207 6359191
- (86) 532 83889090

Marine Coatings

3 4

4527‘;15’8’6 WY SH-LCC . NET AkzoNobel



Interline 9001

%International.

240
450
600
15°C 48 15°
C 50% (International Paint) Interline 9001
—_ International Paint
(International Paint)
3°C 15°C
15°C 15°C 48
23°C 48 >23°C
5 4.41 5 0.59 1
20 17.65 20 2.35 25
(International Paint)
5 8.83
20 32.3
- 25°C 12
- 25°C 12
10°C
23°C 48
(International Paint)
Akzonobel Akzonobel
© AkzoNobel, 2015
Marine Coatings
4 4
2015/8/6
YW . SH-LCC .NET AkzoNobel

4578


http://www.international-marine.com



