Intersleek 737

%International.

Intersleek 757

Intersleek 970

Intersleek 1100SR

Intersleek
BXA736- , BXA737- , BXA735-
/
BXA738 ( )  BXA739 ( )
57 +2% (ISO 3233:1998)
=4 5 1 )
100 (275 )
100 57 2
36°C; 38°C; 25°C; 28°C
0°C 15°C 25°C 35°C
[ISO 9117/3:2010] 7 3 2 60
[ISO 9117-1:2009] 13 7 5 3
160 90 60 30
0°C 15°C 25°C 35°C
Intersleek 1100SR 24 18 12 5 6
Intersleek 757 24 18 12 5 6
Intersleek 970 24 18 12 5 6
377 |/ ( ) (EPA 24)
280 / ( ) ( 1999/13/EC)
373 |/ GB23985
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Intersleek 737 5International.

(International Paint)

Worldwide Marine Specifications

SSPC SP1

Intersleek 737 Intersleek 737
( Sa2.5 (1ISO 8501-1:2007) Intersleek 737

(International Paint)
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Intersleek 737 5International.

)
@)
®

GTA007
0.38-0.53 (15-21 thou)
211 / 2(3000 / )
(International Paint)
(International Paint)
GTA822
GTA822
GTA822
( )
/
ANSI/ASC 749.1 “
(
)
/ - 1-800-854-6813
- (44) 191 4696111 (44) 207 6359191

- (86) 532 83889090
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Intersleek 737 5International.

0°C 30% 30%

Intersleek 737

(International Paint)

3°C
21-27 °C “ "
(InternationalPaint)
10 4 10 5 5 1 1
(International Paint)
10 14.2
25°C 12
(International Paint)
Akzonobel Akzonobel
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http://www.international-marine.com



