Interzone, 954GF

%International.

Interzone 954GF

INTERZONE 954GF

85 = 2% (I1SO 3233:1998)
200-500 (8-20

235-588 (9.4-23.5 )
500 1.70 /
20 68 /
-5=C (23°F) 22 48 48 21
5°C (41°F) 21 40 40 21
10=C (50=F) 14 16 16 21
25=C (77°F) 3.5 5.5 5.5 21
40=C (104=F) 90 3 3 21

A

37=C (99°F); B

1.56 / (3.0 /
1.87 / @25 7/

145

Protective Coatings

1 4
2020/1/20
10512

/

WWW.SH-LCC.NET

37=C (99°F);

37=C (99°F)

24

13

AkzoNobel



Interzone, 954GF ¢%International.

1SO 8504:2000

SSPC-SP1
Sa2% (1S0 8501-1:2007)  SSPC-SP6 Interzone 954GF
50-75 (2-3 )
St3 (1SO 8501-1:2007)  SSPC-SP3
Sa2 (150 8501-1:2007) SSPC-SP6 cC D
/ Sa2 (1S0 8501-1:2007)  SSPC SP6
HB2M ( )

Interzone 954GF

o A )
(@) e )
A )
4 1 ( )
10=C (50= 15<=C (59= 25<C (77= 40=C (104=
B ) i 1)
0.48-0.66 (19-26 )
176 / (2503 /
2)
MBC JGA
62
( ) ps
100-150 (4.0-6.0 )
75-125 (3.0-5.0 )
International GTA007
5
International GTA822 International GTA415
GTA822
GTA415
GTA822 GTA415
/
WWW. SH-LCC.NET



Interzone, 954GF ¢%International.

Interzone 954GF
3=C (5°F) 4=C (39°F)

Interzone 954GF

Interzone 954GF2

GPA900 GMA132 750- 1000 (30-

40 ( Sagola 429 5-10

)
)

Interzone 954GF

voC

EPA Method
24 VOC

Interzone 954GF

Interzone 954GF

Intercure 200 Intergard 269 ( )
Intercure 200HS Interline 982 ( )
Intergard 251 Interzinc 315
Interzinc 52 Interzone 1000

Interzone 954GF

Intergard 740
Interthane 870
Interthane 990
Interzone 954
Interzone 954GF

WWW.SH-LCC.NET



Interzone, 954GF ¢~International.

www. international-pc.com

(MSDS)

©2020/1/20

WWW. SH-LCC.NET


http://www.international-pc.com



