Intersmooth 7370HS SPC 5International.

SPC

BEA854- , BEA857-

54 2% (ISO 3233:1998)

75 - 200 (139 - 370 )
75 — 200 72-27 2
25°C
-5°C 5°C 25°C 35°C
[ISO 9117/3:2010] 120 60 40 30
30 12 10 8
48 18 14 12
150 / 300
10°C 48 25°C 24
-5°C 5°C 25°C 35°C
Intersmooth 7370HS 12 6 6 6 4 6 3 6
SPC
Intersmooth 7570 12 6 8 6 5 6 4 6
SPC
-5°C 24
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2001 AFS 2001

. (Lloyds Register)
. (Det Norske Veritas)

(International Paint)

(International Paint)

Worldwide Marine Specifications "

SSPC SP1
Intersmooth 7370HS SPC Intersmooth 7370HS SPC
( ) (
Sa2.5 (ISO 8501-1:2007) ) Intersmooth 7370HS SPC
Intersmooth 7370HS SPC Intersmooth 7370HS SPC
( )
( SSPC-SP10) Intersmooth 7370HS SPC
Intersmooth 7370HS SPC
(3,000 / 211 / )
Intersmooth 7370HS SPC (
)
(International Paint) (International Paint) Intersmooth SPC

Intersmooth 7370HS SPC

(International Paint)
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Intersmooth 7370HS SPC 5International.

GTA007

0.54-0.8 (21-31 thou)
190 / 2(2700 / )

GTA007
GTA007
/
ANSI/ASC 749.1 “
(
)
/ - 1-800-854-6813
(44) 191 4696111 (44) 207 6359191

- (86) 532 83889090
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Intersmooth 7370HS SPC
Intersmooth 7370HS SPC -15°C
(International Paint)

3°C
21-27 °C

(InternationalPaint)

%International.

-5°C

(International Paint)

20 20 20

(International Paint)

20 38.6

12

(International Paint)
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