Interbond 201
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Interbond 201, 5°C
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KDF684- , KDK724- ,KDL274- , KDL549-
/
KDA200 ( )
74 2% (ISO 3233:1998)
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150 (203
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28°C; 38°C; 32°C (
43°C 39°C 39°C
)
-5°C 5°C 15°C 25°C
[ISO 9117/3:2010] 24 10 5 3
[1ISO 9117-1:2009] 60 24 11 10
8 5 25 1
-5°C 5°C 15°C 25°C
Interbond 201 48 3 12 8 5 3 28
Intergard 740 12 28 16 3 7
Intersheen 579 12 24 24 3 24
279 1 ( ) (EPA 24)
212 1 ( ) ( 1999/13/EC)
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. (NOHA)
. (Exova Warringtonfire)

(International Paint)

(International Paint)
Interbond 201

Worldwide Marine Specifications

SSPC SP1
Sa2 (1SO 8501-1:2007) Interbond 201
Interbond 201
(International Paint) HB2 HB2M
/
St2 (ISO 8501-1:2007)
Sa2 (ISO 8501-1:2007)
C D
Sa2 (ISO 8501-1:2007) Interbond 201
Interbond 201 “ (International Paint) "HB2
HB2M
Interbond 201 Interbond 201
2 3 1
3
(International Paint)
/
Interthane 990 ( ) 3 Interbond 201
“SSPC SP1 "
Interthane 990 Interbond 201 Interbond 201

Intergard 740  Intersheen 579

(International Paint)

SSPC-SP10 Sa2.5 (ISO 8501-1:2007)
SSPC-SP6 Sa2 (1SO 8501-1:2007)
SSPC-SP2 St2 (ISO 8501-1:2007)
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GTA220

0.53-0.84  (21-33 thou)
176-246 /|  2(2500 - 3500 / )

GTA220/GTA822
GTA220/GTA822

GTA220/GTA822

/

ANSI/ASC 749.1 “

/ - 1-800-854-6813
- (44) 191 4696111 (44) 207 6359191
- (86) 532 83889090
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Interbond 201
Interbond 201
Interbond 201
(International Paint)

3°C
21-27 °C “ "
(InternationalPaint)
20 16 20 4 5
5 4 5 1 1
(International Paint)

20 28.93
5 59.4

25°C 12

(International Paint)
Akzonobel Akzonobel

© AkzoNobel, 2015

Marine Coatings

4 4

7;015’2’4 WY SH-LCC..NET AkzoNobel


http://www.international-marine.com



