Intergard 5620 ¢~ International.

-5°C
KUAG22- , KUAG26-
/
KUAG623
68 +2% (ISO 3233:1998)
=3 1( )
160 (235 )
160 425 2/
25°C; 26°C; 28°C
-5°C 5°C 25°C 35°C
[1ISO 9117/3:2010] 6 4 60 50
[ISO 9117-1:2009] 30 16 6 3
6 5 2 60
-5°C 5°C 25°C 35°C
Intergard 263 30 3 12 4 25 2
Intergard 269 30 3 14 6 3 2
Intergard 410 - - 16 6 3 2
Intergard 5620 30 15 16 15 6 15 4 15
Intergard 5620 30 3 16 3 6 3 3 2
Intergard 740 - 10 12 10 4 10 25 7
Interthane 990 30 5 14 5 6 5 3 3
320 / ( ) (EPA 24)
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Intergard 5620

%International.

(NOHA)
(Exova Warringtonfire)

”

(International Paint)

(International Paint)

Intergard 5620

SPSS:1984)

Worldwide Marine Specifications

SSPC SP1

Intergard 5620 Intergard 269

( Intergard 269

Sa2.5 (ISO 8501-1:2007)

Sa2.5 (ISO 8501-1:2007)

(International Paint) AS2 AS3

Sa2.5 (ISO 8501-1:2007)

(International Paint)
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Intergard 5620 ¢~ International.

1) ( )
2) ( ) ( )

GTA220

0.53-0.66 (21-26 thou)
176 /|  2(2500 / )

GTA415/GTA822
GTA415/GTA822

GTA415/GTA822

/

ANSI/ASC 749.1 “

/ - 1-800-854-6813
- (44) 191 4696111 (44) 207 6359191
- (86) 532 83889090
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Intergard 5620 ¢~ International.

-5°C
Intergard 5620 Intergard 5600
(International Paint)
3°C
21-27 °C “ "
(InternationalPaint)
25°C 30
20 15 20 5 5
(International Paint)
20 33.3
- 25°C 6
- 25°C 12
(International Paint)
Akzonobel Akzonobel
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