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Interprime 539

VTAS538-

/ (ISO 2813:1978)

24 +2% (1SO 3233:1998)

15 (63 )
15 16.00 2/
28°C
5°C 15°C 25°C 40°C
[1ISO 9117/3:2010] 30 20 15 10
[ISO 9117-1:2009] 60 45 30 20
5°C 15°C 25°C 40°C
Interprime 198 2 60 60 60
744 | ( ) (EPA 24)
701 |/ ( ) ( 1999/13/EC)

Marine Coatings

1 4

8928015’2’4 WY SH-LCC..NET AkzoNobel



Interprime 539 ¢~ International.

(International Paint)

“ Worldwide Marine Specifications "
SSPC SP1
(International Paint)

(0.2-0.5 ) 1 (3
) Interprime 539

Interprime 539
Interprime 539  ( (International Paint) )

SSPC-SP1
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Interprime 539 ¢~ International.

GTA220
0.25-0.38 (10-15 thou)
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GTA220
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ANSI/ASC 749.1 *
(
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/ - 1-800-854-6813
(44) 191 4696111 (44) 207 6359191
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Interprime 539

%International.

Interprime 539 10%
Interprime 539
Interprime 539 /
Interprime 539
5°C 10°C
(International Paint)
3°C
21-27 °C
(InternationalPaint)
“ " , ='ext' “ - " Marine Painting Guide -

Definitions and Abbreviations
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(International Paint)
5 5.8
1 9.6
25°C
(International Paint)
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