Interprime 538 ¢~ International.

CPA536- , CPA537- , CPA538-

57 2% (ISO 3233:1998)

80 (240 )
80 7.13 2%
35°C
-5°C 5°C 25°C 35°C
[ISO 9117/3:2010] 4 60 45 30
[ISO 9117-1:2009] 7 5 3 2
-5°C 5°C 25°C 35°C
Interlac 542 48 48 24 16
Interlac 665 48 48 24 16
Intertherm 891 48 48 24 16
28
348 /
226 |/ ( ) ( 1999/13/EC)
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Interprime 538 ¢~ International.

. (WFR) (BS476 7 )
. (Exova Warringtonfire)

. (NOHA)

(International Paint)

(International Paint)

“ Worldwide Marine Specifications "

SSPC SP1

Pt3 (JSRA SPSS:1984)

(International Paint)

SSPC-SP3 St3 (ISO 8501-1:2007)
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Interprime 538 ¢~ International.

GTA004

0.46-0.53 (18-21 thou)
176 /|  2(2500 / )

Interprime 538

Interprime 538
GTA004
GTA004

ANSI/ASC 749.1 *

/ - 1-800-854-6813
- (44) 191 4696111 (44) 207 6359191
- (86) 532 83889090
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Interprime 538

%International.

(International Paint)

3°C
21-27 °C “ "
(InternationalPaint)
“ " , ='ext' “ - " Marine Painting Guide -
Definitions and Abbreviations
20 20
(International Paint)
20 32.8
25°C 24
(International Paint)
Akzonobel Akzonobel
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