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1S0 8504-2000

SSPC-SP1
Sa3 (I1SO 8501-1:2007) SSPC SP5 NACE #1
Sa2% (1SO 8501-1:2007) SSPC SP10
NACE #2 75 3
ASTM D4263
(ASTM
4541) 2MPa (300 psi)
50-125 (2-5 ) Ceilcote 380
Ceilcote 232 Flakeline
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1 Part A : 20ml Part B (1 Part A : 2% Part B)
10=C (50=F) 15<=C (59=F) 25<C (77=F) 35<C (95°F)
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Ceilcote
Ceilcote 232 Flakeline

Ceilcote 232 Flakeline 100
85%

3°C (5°F)

10°C (50°F) 43°C (110°F)

Ceilcote 232 Flakeline
10°C (50°F): 48
20°C (70°F): 24
35°C (90°F): 16
Ceilcote 232 Flakeline
Ceilcote 232 Flakeline 177°C (350°F)
Ceilcote 232 Flakeline

Ceilcote 380 370HT
Ceilcote 232 Flakeline

Ceilcote 380 370HT Ceilcote 6650
Ceilcote 232 Flakeline
Ceilline
Ceilcote 680 680M Ceilcote Ceilline

Ceilcote 232 Flakeline

VoC

EPA Method 24
VoC

Ceilcote 232 Flakeline

Ceilcote 380 Primer Ceilcote 370HT Primer
Ceilcote 232 Flakeline

Ceilcote 232 Ceilline Ceilcote 232 Lining Ceilcote 232MR
Ceilcote 232 Flakeline
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